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Log # Proponent Code 
Section(s) Subject Policies 

Criteria it 
Meets 

Objectives 
Criteria IT 

Meets 

Economic 
Impact 

Recom-
mendation 

TAG 
Action 

05-001 Duane Jonlin IBC 
1008.1.2 

Egress Doors 
5 D Minus AM 

7-3 
minority 
reports 

05-002 Duane Jonlin A117.1 
407.6.2.2 

Elevator Car 
Controls 3 D 0 AM Unanimo

us 
05-003 Duane Jonlin A117.1 

603.4, 
604.7, 
606.7 & 
Table 

Reach Depth & 
Height 

3 B 0 AM 

5-5 
minority 
report 

05-004 Frank 
Hertzog 

IBC 
909.6.3.8 

Elevator Shaft 
Pressurization 3 B Plus AM 5-3 

05-005 Gregory 
Abel 

IBC 
715.3.3 

Wired Glass    D Unanimo
us 

05-006 Gregory 
Abel 

IBC 
2406.1.2 

Wired Glass    D Unanimo
us 

 



05-001 
 
1008.1.2 Door swing.  Egress doors shall be side-hinged swinging, pivoted or balanced. 
 
 Exceptions: 

 
1. Private garages, office areas, factory and storage areas with an occupant load of 10 or less. 
2. Group I-3 occupancies used as a place of detention. 
3. Doors within or serving a single dwelling unit in Groups R-2 and R-3 as applicable in 

Section 101.2 
4. In other than Group H occupancies, revolving doors complying with Section 1008.1.3.1. 
5. In other than Group H occupancies, horizontal sliding doors complying with Section 

1008.1.3.3 are permitted in a means of egress. 
6. Power-operated doors in accordance with Section 1008.1.3.2. 
7. In other than H occupancies, manually-operated horizontal sliding doors are permitted in a 

means of egress from occupied spaces with an occupant load of 10 or less. 
 
 
05-002 
 
(407.4.6 Elevator Car Controls) 
407.4.6.2.2 Arrangement.  Buttons shall be arranged with numbers in ascending order.  Floors shall be 
designated… 4, 3, 2, 1, 0, 1, 2, 3, 4, et cetera, with floors below the main entry level designated with 
minus numbers.  Numbers shall be permitted to be omitted, provided the remaining numbers are in 
sequence.  Where a telephone keypad arrangement is used, the number key (“#”) shall be utilized to enter 
the minus symbol (“-“).  When two or more columns of buttons are provided they shall read from left to 
right. 
 
 
05-003 
 
WAC 51-50-1101 
Section 1101.2.5 (ICC/A117.1 Sections 603.4 and 604.11) Coat hooks, shelves, dispensers, and other 
fixtures.  Coat hooks provided shall accommodate a forward reach or side reach complying with ICC 
A117.1 Section 308.  Where provided, shelves shall be installed so that the top of the shelf is 40 inches 
(1015 mm) maximum above the floor or ground.  Drying equipment, towel or other dispensers, and 
disposal fixtures shall be located 40 inches maximum above the floor or ground to any rack, operating 
controls, receptacle or dispenser. 
 
(603 Toilet and Bathing Rooms) 
603.4 Coat Hooks and Shelves.  Coat hooks shall be located within one of the reach ranges specified in 
Section 308.  Shelves shall be 40 inches (1015 mm) minimum and 48 inches (1220 mm) maximum above 
the floor.  (No changes to original text.) 
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 3

604.7 Dispensers.  Toilet paper dispensers shall comply with section 309.4 and shall be seven inches (180 
mm) minimum and nine inches (230 mm) maximum in front of the water closet measured to the 
centerline of the dispenser.  Toilet paper dispensers, seat cover dispensers, sanitary napkin disposals and 
shelves serving wheelchair accessible water closets shall be located 15 inches (380 mm) minimum and 40 
inches (1015 mm) maximum above the floor, measured to the outlet of the dispenser, the access to the 
disposal, or the top surface of the shelf, and shall not be located behind grab bars.  Dispensers shall not be 
of a type that control delivery, or do not allow continuous paper flow. 
 
 
05-004 
 
909.6.3.8 Special inspection.  Special inspection for performance shall be required in accordance with 
Section 909.18.8.3 and Section 1704.  System acceptance shall be in accordance with Section 909.19.   
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